
PAGE DATE NAAMS CODES DESCRIPTION
C-1 04/04/08 Perimeter Fence System Components Index

C-2 06/24/05 Metric Perimeter Fencing Assembly
C-3 06/24/05 Metric Perimeter Fencing Assembly
C-4 02/16/06 Metric Perimeter Fencing Assembly
C-5 06/24/05 APF500M – APF511M Metric Perimeter 1525.0 Fence Panel
C-6 06/24/05 APF500MN – APF511MN Metric Perimeter 1525.0 Fence Panel (Notched)
C-7 06/24/05 APF512M – APF523M Metric Perimeter 2135.0 Fence Panel
C-8 06/24/05 APF512MN – APF523MN Metric Perimeter 2135.0 Fence Panel (Notched)
C-9 02/19/08 APF524M – APF535M Metric Perimeter 1755.0 Fence Panel

C-10 06/24/05 APF524MN – APF535MN Metric Perimeter 1755.0 Fence Panel (Notched)
C-11 07/15/05 APF536M – APF538M Metric Perimeter Fence Gate
C-11.1 06/24/05 APF536M – APF538M Metric Perimeter Fence Gate
C-12 06/24/05 APF539M – APF541M Metric Perimeter Fence Post
C-13 06/24/05 APF542M – APF544M Metric Perimeter Fence Post
C-14 06/24/05 APF545M Metric Perimeter Fence Post Foot
C-15 06/24/05 APF546M Metric Perimeter Fence Post Foot
C-16 06/24/05 APF547M – APF549M Metric Perimeter Adjustable Fence Post
C-17 06/24/05 APF550M – APF552M Metric Perimeter Adjustable Fence Post
C-18 06/24/05 APF553M – APF564M Cable Tray Support
C-19 06/24/05 Inch Perimeter Fencing Assembly (Fixed Height)
C-20 06/24/05 Inch Perimeter Fencing Assembly

(Adjustable Height)
C-21 sweiV seilbmessA gnicneF retemireP 30/71/60 
C-22 06/24/05 APF014 – APF034 Inch Perimeter Fence Panel
C-23 06/24/05 APF014N – APF034N Inch Perimeter Fence Panel (Notched)
C-24 06/24/05 APF023 – APF025 Inch Perimeter Fence Gate
C-24.1 06/24/05 APF023 – APF025 Inch Perimeter Fence Gate
C-25 06/24/05 APF026 – APF028 Perimeter Fence Post
C-26 06/24/05 APF029 – APF031 Perimeter Fence Post
C-27 06/24/05 APF001 Perimeter Fence Post Foot
C-28 06/24/05 APF002 Perimeter Fence Post Foot
C-29 06/24/05 APF003 – APF005 Perimeter Adjustable Fence Post
C-30 06/24/05 APF006 – APF008 Perimeter Adjustable Fence Post
C-31 03/01/99 Discontinued Cable Tray Support

PERIMETER FENCE SYSTEM
COMPONENTS INDEX

C-1

Assembly

TM
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C-9.1 04/04/08 APF524M – APF535M Metric Perimeter 1755.0 Fence Panel (Table)

04/04/08

C-1.1 04/04/08 Perimeter Fence System Components Index

APF636M – APF647M

APF636M – APF647M
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C-34 06/24/05 APF589M – APF600M Cable Tray Support

PERIMETER FENCE SYSTEM
COMPONENTS INDEX

C-1.1

Assembly

TM
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04/04/08

C-35 02/26/08 APF-042 - APF043 Fixed Height Fence Post

C-32 06/24/05 APF565M – APF576M Cable Tray Support
C-33 06/24/05 APF577M – APF588M Cable Tray Support
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C – 4

Assembly
TM

PERIMETER FENCE POST

Ø 14.0
(2) HOLES

12.0
REF.

HEX FLANGE BOLT
PER DIN 6921

M8 x 1.25 x 16.0 LG.

5.00*
SQ.

VIEW IN CIRCLE A
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VIEW IN CIRCLE B

VIEW IN CIRCLE C

NOTCHED PERIMETER
FENCE PANEL

12.5 NOTCH RADIUS
FOR SCREW
CLEARNACE

25.0

METRIC PERIMETER
FENCING ASSEMBLY

(SHT #3)

A

 02/16/06

B

COR JIS B1189
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GRIND DOWN ALL
SHARP EDGES 
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 C-9

Assembly
TM
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02/19/08

METRIC PERIMETER
1755.0 FENCE PANEL

PEREMETER FENCE PANEL
(a) 2 REQ’D ~ 1/8” X 3” X 85.0mm - SAE 1020 HRS
(b) 2 REQ’D ~ 1/8” X 1” X 1” X 1550mm - STL ANGLE
(c) 2 REQ’D ~ 1/8” X 1” X 85.0mm - SAE1020 HRS
(d) 1 REQ’D ~ 1530 X C X 1 1/2” - 13 GA EXPANDED METAL
METAL FLATTENED
(e) 2 REQ’D ~ 1/8” X 1” X 1” X Bmm - STL ANGLE

SCREEN PATTERN
ORIENTED AS SHOWN

PAINT NOTE:
SAFETY BLACK EXCEPT FRONT OF
ANGLE “e” ARE SAFETY YELLOW

NOTE:
ALL DIMS ARE METRIC
EXCEPT DIMS MARKED *
WHICH ARE IN INCHES

SEE FOLLOWING PAGE FOR NAAMS CODES

A

B

E

D

C

F

G
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 C-9.1

Assembly
TM
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04/04/08

METRIC PERIMETER
1755.0 FENCE PANEL

SEE PRECEDING PAGE FOR DRAWING

FENCE ASSY. 
HEIGHT 

NAAMS 
CODE A B C 

APF524M 200.0 120.0 100.0 
APF525M 300.0 220.0 200.0 
APF526M 400.0 320.0 300.0 
APF527M 500.0 420.0 400.0 
APF528M 600.0 520.0 500.0 
APF529M 700.0 620.0 600.0 
APF530M 800.0 720.0 700.0 
APF531M 900.0 820.0 800.0 
APF532M 1000.0 920.0 900.0 
APF533M 1100.0 1020.0 1000.0 
APF534M 1200.0 1120.0 1100.0 
APF535M 1300.0 1220.0 1200.0 
APF636M 1400.0 1320.0 1300.0 
APF637M 1500.0 1420.0 1400.0 
APF638M 1600.0 1520.0 1500.0 
APF639M 1700.0 1620.0 1600.0 
APF640M 1800.0 1720.0 1700.0 
APF641M 1900.0 1820.0 1800.0 
APF642M 2000.0 1920.0 1900.0 
APF643M 2100.0 2020.0 2000.0 
APF644M 2200.0 2120.0 2100.0 
APF645M 2300.0 2220.0 2200.0 
APF646M 2400.0 2320.0 2300.0 

 
GENERAL 
1755.0 mm 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPROX. 
5’9” (REF.) 

APF647M 2500.0 2420.0 2400.0 

A





07/15/05Assembly

TM
METRIC PERIMETER

FENCE GATE

NOTE:
ALL DIM’S ARE METRIC
EXCEPT DIM’S MARKED*
WHICH ARE IN INCHES.

GATE
(a) 2 REQ'D ∼  STL. BUTT HINGE - 3 X 3
(b) 2 REQ'D ∼  1" x 1" x 1" wt. x A mm – STL. ANGLE
(c) 1 REQ;D ∼  1/8" x 1½" x 90.0 mm – S.A.E. 1020 H.R.S.
(d) 1 REQ'D ∼  3/8” ROUN D STK. X 1010.0 mm - S.A.E. 1020 H.R.S.
(e) 1 REQ'D ∼  TO SCREEN PATTERN Y OR Z
(f)  2 REQ'D ∼  1" x 1" x 1/8” wt. X 920.0 mm – STL. ANGLE
(g) 1 REQ’D ∼  GRADE 30 GENERAL PURPOSE PROOF COIL STEEL CHAIN

1/8" DIA. X 1/4” WIDE x 1¼” LG. ∼  THREE LINKS.
(h) 1 REQ'D ∼  3/8"  I.D. TWO PIECE CLAMP COLLAR
(I)  1 REQ'D ∼  CERAMIC POT MAGNET 1.4” DIA x 9/32” THICK

WITH 3/16” HOLE ∼  MAX PULL 13 lbs.

D

SCREEN PATTERN Y EXPANDED
METAL FLATTENED 900.0 X B mm 
- 1½ - 13 GA, ORIENTED AS SHOWN

(e) SCREEN PATTERN Z
EXPANDED METAL FLATTENED
900.0 X B mm - ¾ - 16 GA,
ORIENTED AS SHOWN

FENCE ASSY.
HEIGHT

NAAMS
CODE

SCREEN
PATTERN A B D E

1755.0

1525.0

2135.0 & 2005.0

APF538M

APF536M

APF537M

Y

Z

Z

1550.0

1245.0

1855.0

1530.0

1220.0

1835.0

470.0

320.0

625.0

775.0

620.0

930.0

PAINT NOTE:
EXPANDED METAL SAFETY BLACK
FRAMES SAFETY YELLOW
SAFETY YELLOW “X” ON BACK SIDE OF SCREEN FROM
CORNER TO CORNER 100.0 mm WIDE STRIPES

E

REFER TO SHEET C-11.1 FOR FAB OF SUB DETAILS c, d, g, h, & i.
H

C

G

F

B

A

CL

E

B

D

10.0
10.0900.0

920.0

(f)

25.0
TYP.

13.1

Ø9.0
(2) HOLES

3.00*
REF.

50.0

12.0
TYP.

(a)

A

(b)

1000.0    OF POST TO     POSTCL CL
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(g)

I



06/24/05Assembly

TM
METRIC PERIMETER

FENCE GATE
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25.0

3/16” DIA. 19.0

40.0
7.0

20.0

10.0 RAD.
TYP.

590.0 REF.

295.0 SET-UP

OF FENCE GATEOF FENCE GATE

125.0

75.0

10.0 RAD.
TYP.

INTERLOCK SWITCH KEY
PER USER SPECIFICATION

WELD CHAIN, BOTH HALFS
OF SPLIT COLAR & SCREW
AS SHOWN AFTER ATTACHING
TO SUB-DETAIL “d”

SUB-DET. “g” & “h”

SUB-DET. “c”SUB-DET. “d”

g

c

d

h

ATTACH MAGNET
ON FAR SIDE WITH
3/16” POP-RIVET

i

(c) 1 REQ’D.~ 1/8” x 1½” x 90.0mm LG.~ SAE 1020 H.R.S

(d) 1 REQ’D. ROUND STK. 3/8” x 1010.0mm LG.~ SAE 1020 H.R.S. 

(g) 1 REQ’D. GRADE 30 GENERAL PURPOSE PROOF COIL STEEL CHAIN
1/8” DIA. X 1/4" WIDE x 1¼” LG. ~ THREE LINKS.

(h) 1 REQ’D. 3/8” I.D. TWO PIECE CLAMP COLLAR.

(i)   1 REQ’D. CERAMIC POT MAGNET 1.4” DIA x 9/32” THICK
WITH 3/16” HOLE ~ MAX PULL 13 lbs.

CL LC



























06/24/05Assembly

TM
INCH PERIMETER

FENCE GATE

GATE
(a) 2 REQ'D ∼  STL. BUTT HINGE - 3 X 3
(b) 2 REQ'D ∼  1" x 1" x 1/8" wt. x A mm – STL. ANGLE
(c) 1 REQ;D ∼  1/8" x 1½" x 3½” – S.A.E. 1020 H.R.S.
(d) 1 REQ'D ∼  3/8” ROUN D STK. X 39¾” - S.A.E. 1020 H.R.S.
(e) 1 REQ'D ∼  TO SCREEN PATTERN Y OR Z
(f)  2 REQ'D ∼  1" x 1" x 1/8” wt. X 33” – STL. ANGLE
(g) 1 REQ’D ∼  GRADE 30 GENERAL PURPOSE PROOF COIL STEEL CHAIN

1/8" DIA. X 1/4” WIDE x 1¼” LG. ∼  THREE LINKS.
(h) 1 REQ'D ∼  3/8"  I.D. TWO PIECE CLAMP COLLAR
(I)  1 REQ'D ∼  CERAMIC POT MAGNET 1.4” DIA x 9/32” THICK

WITH 3/16” HOLE ∼  MAX PULL 13 lbs.

E

(e) SCREEN PATTERN Y EXPANDED
METAL FLATTENED 32.0 X B mm 
- 1½ - 13 GA, ORIENTED AS SHOWN

(e) SCREEN PATTERN Z
EXPANDED METAL FLATTENED
32.0 X B mm - ¾ - 16 GA,
ORIENTED AS SHOWN

FENCE ASSY.
HEIGHT

NAAMS
CODE

SCREEN
PATTERN A B C D E

5’9”

5’

7’

APF025

APF023

APF024

Y

Z

Z

61.00

49.00

73.00

60.00

48.00

72.00

186.50

162.50

210.50

18.50

12.50

24.50

30.50

24.50

36.50

PAINT NOTE:
EXPANDED METAL SAFETY BLACK
FRAMES SAFETY YELLOW
SAFETY YELLOW “X” ON BACK SIDE OF SCREEN FROM
CORNER TO CORNER 4” WIDE STRIPES

F

REFER TO SHEET C-24.1 FOR FAB OF SUB DETAILS c, d, g, h, & i.
I

D

H

G

C

B

CL

E

B

D

.50
.5032.0

33.0

(f)

1.00

.50
TYP.

11/32 DRILL
(2) HOLES
2 PLACES

3.00*
REF.

2.00
TYP.

.50
TYP.

(a)

C

A

(b)

36.00    OF POST TO     POSTCL CL
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.12R. TYP.

(g)



06/24/05Assembly

TM
INCH PERIMETER

FENCE GATE
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1.00

3/16” DIA. .75

1.50
.28

.75

.38 RAD.
TYP.

23.25 REF.

11.62 SET-UP

OF FENCE GATEOF FENCE GATE

5.00

3.00

.38 RAD.
TYP.

INTERLOCK SWITCH KEY
PER USER SPECIFICATION

WELD CHAIN, BOTH HALFS
OF SPLIT COLAR & SCREW
AS SHOWN AFTER ATTACHING
TO SUB-DETAIL “d”

SUB-DET. “g” & “h”

SUB-DET. “c”SUB-DET. “d”

g

c

d

h

ATTACH MAGNET
ON FAR SIDE WITH
3/16” POP-RIVET

i

(c) 1 REQ’D.~ 1/8” x 1½” x 3½" LG.~ SAE 1020 H.R.S

(d) 1 REQ’D. ROUND STK. 3/8” x 39¾ "LG.~ SAE 1020 H.R.S. 

(g) 1 REQ’D. GRADE 30 GENERAL PURPOSE PROOF COIL STEEL CHAIN
1/8” DIA. X 1/4” WIDE x 1¼” LG. ~ THREE LINKS.

(h) 1 REQ’D. 3/8” I.D. TWO PIECE CLAMP COLLAR.

(i)   1 REQ’D. CERAMIC POT MAGNET 1.4” DIA x 9/32” THICK
WITH 3/16” HOLE ~ MAX PULL 13 lbs.

ALL DIMENSIONS ARE IN INCHES

CL CL















GLOBAL STANDARD COMPONENTS

C – 31

Assembly

TM
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C-35

Assembly
TM
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02/26/08

FIXED HEIGHT
FENCE POST

FENCE ASSY 
HEIGHT  

 A/SP  
 “A”  “B” 

 “C” 
1755.0  APF042  3400.0 3346.0 450.0 
2005.0  APF043 3400.0 3346.0 750.0 

a

b

e

d

c

14.2mm DIA
2 HOLES

ENLARGED TO SHOW
LAY OUT FOR TUBE
& HOLES

M8 x 1.25 TAP
1 HOLE - 4 PLACES

39.6 38.1

15.0
TYP

15.0
TYP

25.0

"C"

"D"

"B""A"

"E"

100.0

"F"

100.0

 “D” 
200.0 
350.0 

 “E” 
305.0 
305.0 

 “F” 
1020.0 
1320.0 

BRACKET WELDED CONSTRUCTION
1 ~ BRACKET ~ PAINTED
(a) 1 REQ’D  ~  HRS                 3/8” X 5” X 130mm
(b) 1 REQ’D  ~  SQ TUBE         2” X 2” X 3/16” w/t X “B”mm LG.
(c) 1 REQ’D  ~  ACT002            X “C”mm LG.
(d) 1 REQ’D  ~  ACT001            X 610mm LG.
(e) 1 REQ’D  ~  SHT METAL     12 Gau X 22mm X 41mm

METRIC DIMENSIONAL TOLERANCES UNLESS OTHERWISE SPECIFIED:
   1 PLACE MACHINING ±0.3
   1 PLACE FABRICATION ±1.5
   2 PLACE  ±0.08 BETWEEN MACHINED SURFACES
                    ±0.13 TO SCREW HOLES


